
Changing the Pin Rings of a Temple: 
1. Use 17mm wrench (included) to loosen and remove the 17mm nut 

and washer.  Pull the mandrel free from the wood standard. 
2. Loosen the set collar with the Allen wrench and remove it. 
3. Exchange spacers and existing pin rings with 1mm, 2mm, and 

3mm rings as desired.   
4. When placing pin rings on the mandrel: 

¶ Be sure the plastic side of pin ring is toward the nose. 

¶ Each pin ring is followed by an ellipse until up to 4 pin rings 
are inserted.   

¶ The final pin ring is followed by the set collar instead of a plain 
ellipse. 

¶ Roll pin rings on mandrel until their movement is free, smooth 
and you feel them join together.  This means the ellipses are 
now aligned. 

¶ Tighten set collar with Allen Wrench.  
5. If less than 4 pin rings are used, add spacers to the mandrel to 

equal 4 rings.  The nose of the mandrel should align with the end 
of the tensioner. 

6. Place mandrel back through wood standard. 
7. Add extra spacer to shaft for storage (if you have an extra), then 

add washer followed by 17mm nut.  Tighten with 17mm wrench. 
8. Adjust pitch when you return the temple to its track on the loom. 

Rotary Temple Installation 
For Fireside Jack Looms    

Updated:  August 2007 

Parts Included: 
2 Rotary temples  
Track with 2 mounting brackets 
4 Screws #14 x 1ò  
2 Bolts 1/4x1/2ò, Flange Nuts  
Allen wrenches (2) ï  
     T-handle & L-shaped 
Wrenches (2) ï  
     7mm and 17mm 

Tools for installation: 
Drill and 3/16ò bit 
Tape measure and pencil 
Phillips screwdriver 
 
 

Mounting Brackets & Track: 
1. Locate the mounting brackets so they are centered on the front 
frame uprights so the track sits on the bracket with the track top 2ò 
below the top of the breast beam.  The top of the bracket should 
be 3ò from the top of the beam. 

2. Mark the screw position for the brackets and drill pilot holes for 2 
screws per bracket ï attach brackets with screws. 

3. Attach track to mounting brackets with bolts being sure flange nut 
is dimple side down.  Tighten with Allen wrench provided. 
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